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The Clarity™ NM 
(Nuclear Medicine) 

 

Solution is the answer for CT dose 
 

reduction for both PET/CT and SPECT/CT

Clarity NM Solution Advantages

Image Optimization Software
Enabling CT Dose Reduction

 Enables lower radiation dose protocols

 Concurrent optimization of edges and 3D  
structures

 Image enhancement settings are optimized for  
anatomy-specific details of texture, scale and  
morphology

 Maintains diagnostic confidence

 Increased patient and clinical staff safety

 Image optimization protocols automatically  
applied according to study type

 Noise reduction included in all processes
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Bringing Clarity to Light
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Clarity NM Solution uses Clarity Server to process the data. Clarity Server is placed between the 
CT Console and destination device(s). It acts as a DICOM node receiving DICOM 3.0  
compliant image data. The 
received DICOM image 
studies are processed by 
the Clarity Server and the 
optimized DICOM image 
studies are automatically 
forwarded to the desti-
nation device(s). These 
destination devices are 
DICOM nodes, typically a 
PACS server and  
dedicated Workstations.

 3D processing of thin slices and automatic reformatting into user specified axial, 
coronal and sagittal slices in one step

 Seamless integration into existing workflow, compatible with all IT/PACS solutions

 Serves several DICOM nodes (optionally additional CT) simultaneously 

 DICOM 3.0 compliant

 Standard Microsoft® platform
     

Key Features
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